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204 SERIES

THE CONTAINER SERIES FOR INDUSTRIAL
AND MUNICIPAL PROJECTS
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RIKUTEC 204 Series Technical data
The Container Series for Industrial
and Municipal Projects

RIKUTEC 204 Series RIKUTEC 204 Series RIKUTEC 204 Series
8.500 Ltr. 12.5000 Ltr. 30.500 Ltr.
Volume (ltr.) Length (mm) Width (mm) Height with dome (mm) Weight (kg)
5.000 2.330 2.024 2.850 365
8.500 3.670 2.024 2.850 560
12.500 5.010 2.024 2.850 755
The double-walled tank series 204 made 16.000 6350 2026 2850 999
of high-molecular polyethylene meets the 13.500 7.630 2.024 2.850 1.145
highest requirements for a wide variety of 23.500 9.030 2.024 2.850 1.340
applications. 27.000 10.370 2.024 2.850 1.550
30.500 11.710 2.024 2.850 1.750
34.000 13.050 2.024 2.850 1.950

RIKUTEC 204 Series

38.000 14.390 2.024 2.850 2.150
19.500 Ltr. THE RIKUTEC 204 SERIES

— For underground installation S el E 20 2y

— Double-walled - smooth inner wall/outer ribbing 45.500 17.070 2.024 2.850 2.670
CHARACTERISTICS - Available in the volumes 5.000 - 52.500 Ltr. 49.000 18.410 2.024 2.850 2.880
— Transport optimized — Made of HDPE - lower weight than concrete and steel 52.500 19.750 2.024 2.850 3.080
— Easy to install - Material: food safe HDPE
— Expandable - Container body truck passable (SLW 30 - 11.5 t axle
— Double-walled tank series load); drivable cover available in accessories
— Made of high-molecular polyethylene — Groundwater stable up to the center of the container

body %mm

APPLICATIONS — Available from 8.500 ltr. with additional i {Z
— Sewage treatment plant manhole shafts ] A = = = = = = = = = = = = = = =48
— Rainwater utilization — Intermediate sizes & inlets and overflows in DN 150 to E
— Septic systems DN 400 on request o am K W e K e i e
— Water retention — Tanks also available side by side on request and R mwsn |
- Firefighting water tank connectable one behind the other S
- Washing facilities — 0n request also as retention cistern available ——
— Qutside irrigation — 20 years warranty on the container and — -
— Individual splash water tanks 2 years warranty on accessories B—



